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Subpart A—General

§126.100 Inspector not limited.

Nothing in this part shall be con-
strued as limiting the inspector from
making such tests or inspections as he
deems necessary to be assured of the
safety and seaworthiness of the vessel.

§126.110 Inspection after accident.

(a) The owner or operator of an OSV
shall make the vessel available for in-
spection by a marine inspector—

(1) Each time an accident occurs, or a
defect is discovered that affects—

(i) The safety of the vessel; or

(ii) The effectiveness or completeness
of its lifesaving, fire-fighting, or other
equipment; or

(2) Whenever any important repairs
or renewals are made.

(b) The inspection is to ensure that—

(1) The necessary repairs or renewals
have been effectively made;

(2) The material and workmanship
used to accomplish the repairs or re-
newals are satisfactory; and

(3) The OSV complies with the regu-
lations in this subchapter.

§126.120 Permit to proceed to another
port for repairs.

(a) The cognizant OCMI may issue a
permit to proceed to another port for
repair if in the judgment of this OCMI
the vessel can complete the trip safely
even though the Certificate of Inspec-
tion has expired or is about to expire.

(b) A ‘“Permit to Proceed to another
Port for Repairs”, Form CG-948, will be
issued by the cognizant OCMI to the
owner, operator, or master of the OSV
and states the conditions under which
the vessel may proceed to another port.
The Permit will be issued only upon
the written application of the owner,
operator, or master, and only after the
surrender of the vessel’s Certificate of
Inspection to the cognizant OCMI.

(c) The Permit will state on its face
the conditions under which it is issued
and whether the OSV may carry cargo,
goods, supplies, equipment, or offshore
workers.

(d) The Permit must be readily avail-
able aboard the OSV.

390



		Superintendent of Documents
	2015-01-05T08:15:57-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




